
List of Updates from GARC V2 to GARC V3 
 

D. Sheppard, 4-10-03 
 
 
Updates to garc_module_v3.v: 
 

1. Include for garc_cmd_proc_v2.v changed to garc_cmd_proc_v3.v 
2. Include for lookatme_logic_v2.v changed to lookatme_logic_v3.v 
3. Add pwr_on_rst port to lookatme_logic module 

 
 
 
Updates to garc_cmd_proc_v3.v: 
 

1. Update garc_version from 2 to 3 
2. Line 1449:  Update from: if (sck_ctr == 3) to: if (sck_ctr == 1) to 

change GAFE return data clock phasing. 
 
 
 
Updates to lookatme_logic_v3.v: 
 

1. Add pwr_on_reset as input port 
2. At reset, change prime_select to INACTIVE 

 
 
 
Version 2 (line 90): 
 
   if (!reset_n) 
      begin 
        prime_cmd_sr <= CLEAR  ; // at reset, select prime, clear shift reg 
        prime_select <= ACTIVE ; 
      end 
 
 
 
Version 3 (line 90): 
 
   if (!reset_n) 
      begin 
        prime_cmd_sr <= CLEAR    ; // at reset, we clear the shift reg logic 
        prime_select <= INACTIVE ; 
      end 
 
 
 



3. Add power on reset to look-at-me selection criteria 
 
 
Version 2 (starting at line 135): 
 
// Look-At-Me Select Determination 
 
always @ (posedge secondary_select or posedge prime_select) 
  if (prime_select)  
     lookatme_status <= SELECT_PRIME     ;   
  else 
     lookatme_status <= SELECT_SECONDARY ;   
 
 
Version 3 (starting at line 135): 
 
// Look-At-Me Select Determination 
 
always @ (posedge secondary_select or posedge prime_select or posedge pwr_on_rst) 
  if (prime_select | pwr_on_rst)  
     lookatme_status <= SELECT_PRIME     ;   
  else 
     lookatme_status <= SELECT_SECONDARY ;   
 
 
 
 
Module disc_logic_v2: No updates 
 
Module event_data_v2: No updates 
 
Module garc_pha_logic_v2: No updates 
 
Module reset_logic_v2: No updates 
 
 


